
2” Steel Door (SI/STS Insulated / S Non-Insulated)
Canton Series

Canton
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Single-Sided Steel Pan Door Construction

Non-Insulated

Single-Sided Steel Pan Door Construction

R 6.6 Polystyrene Insulation

Two-Sided Steel Construction 

R 9.75 Insulated Core
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Colonial Ranch Colonial Ranch Colonial Ranch

Carriage House
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White Almond Desert Tan

Taupe Dark Brown

White Almond Desert Tan

Taupe Dark Brown

White Almond Taupe

Bronze Brown
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Clear Colonial (shown) or Ranch Sunburst Colonial Sunburst Ranch

Stockbridge Ranch Stockton Colonial Stockton Ranch

Cascade Colonial Prairie Colonial Cathedral Colonial

Sunray Ranch*

Not all window styles are shown. Please consult your Richards-Wilcox dealer for more options.

*Windows are shown in 1-car configurations, except Sunray Ranch.



Features

Door Sizes
Our doors are available in all standard* opening sizes for single 
and double car garages.

Opening Width

STS 8’, 9’, 10’, 11, 12’, 13’, 14, 15’, 16’, 17, 18’

S/SI 8’, 9’, 10’, 12’, 15’, 16’, 18’

Opening Height

S/SI & STS Up to 7’-0” (4 Sections), Up to 8’-0” (5 Sections)

*Consult your Authorized Richards-Wilcox dealer for more information.

Track formed from strong galvanized 
steel, paired with durable, long-wearing 
steel rollers ensures smooth, quiet 
operation.

Authentic woodgrain texture on the 
door’s exterior adds visual appeal.

Bottom vinyl weather seal runs the 
length of the door to help protect your 
garage from the elements.
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Vinyl thermal break between interior 
and exterior skins.

Section joint seal to prevent weather 
infiltration.
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2” Thick Door Sections
Door sections are constructed from high-strength, rust-resistant 
galvanized steel coated with a baked-on polyester paint finish, 
ensuring a durable and long-lasting door.
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1 Baked on Finish 2 Epoxy Primer

3 Galvanized Layer 4 High-Strength Steel

5 Polystyrene Insulation 6 High-strength Steel

STS
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1 Baked on Finish 2 Epoxy Primer

3 Galvanized Layer 4 High-Strength Steel

5 Polystyrene Insulation (Canton SI Only)

S/SI

STS Panel

Track formed from strong galvanized 
steel, paired with durable, long-wearing 
steel rollers ensures smooth, quiet 
operation.

An optional (Canton SI) energy-saving 
core of polystyrene insulation provides 
added comfort and helps keep your 
garage quieter.

Strong, roll-formed tongue-and-groove 
meeting rails seal out wind, rain, and 
snow, keeping your garage dry and 
secure.

Bottom vinyl weather seal runs the 
length of the door to help protect your 
garage from the elements.

Insulated Non-Insulated

S/SI Panel

Warranty
There are enough worries in life -  
your garage door shouldn’t be one of them. 
When you choose Richards-Wilcox, you’ve 
chosen the best garage door you can buy 
and we’ll back that up in writing with our 
Limited Warranty*.

STS S/SI
Section Rust-through: 6 Years  
Hardware/Springs: 5 Years

Section Rust-through: Limited Lifetime* 
Track/Hardware: 5 Years 
Springs: 3 Years

*Talk to you Richards-Wilcox Authorized Dealer for full warranty details



For a large variety of Premium Garage Door choices  
please ask your Authorized RW Dealer for the  

RW Premium Garage Door Catalogue.

Richards-Wilcox Premium Garage Doors – Engineered for life
5100 Timberlea Boulevard, Mississauga, Ontario  Canada  L4W 2S5

Toll Free: 1 (800) 667-1572 | Tel: (905) 625-0037 | Fax: (905) 625-0057 | Email: info@rwdoors.com

www.rwdoors.com

Professionally installed and serviced by:
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